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DESCRIPTION HIGH-WALL R-410A (NON-INVERTER)

Advanved Features

MODEL NAME

Indoor Unit

RAS-10G2KPS-T

RAS-13G2KPS-T

RAS-18G2KPS-T

RAS-25G2KPS-T

Outdoor Unit

RAS-10G2APS-T

RAS-13G2APS-T

RAS-18G2APS-T

RAS-25G2APS-T

Cooling Capacity
(AouansalumsriAUIAL)
Efficiency

(AUs:EnBEMW)

KW.
Btu/Hr.
COP : KW./KW.

el
9,283
3.64

3,593
12,261
3.60

5.1569
17,604
3.46

6.675
22,773
3.57

EER : Btu/Hr/W.

12.42 12.27 11.80

127

Power Consumption (Ff&blwiwh)

KW.

0.748 0.999 1.491

1.872

Operating Current (ns:lialwwh)

Amp.

3.16 4.80 6.75

8.80

Power Supply (S:UUWWh)

V/ Ph/ Hz.

220/1/50

Refrigerant Type (sU0asrinoUISU)

R410a (I0ubascoadIoadou IWs:IUDaNsCFC)

Compressor Type (BUOADUIWSHIBOS)

Rotary

Expansion DevType
(sUQueLDWAISTIANUIEU)

Capillary Tube

INDOOR UNIT

Dimension (HXWxD)

mm.

275 x 790 x 235

320 x 1,050 x 238

Net Weight

kg.

10 14

13

Indoor Air Circulation, MAX

ma3/Hr.

560 600 1,100

1,240

(USunuaursuuideu oaa)

cfm

330 350 650

730

Sound Pressure Level (S:QUIGED)

(Low-High) dB(A)

31 - 42 )

40 - 53

Fan Motor Output

W.

OUTDOOR UNIT

Dimension (HXWxD)

. | 530 x 660 x 240

550 x 780 x 290 890 x 780

x 290

Net Weight

26 36 37 [

52

Sound Pressure Level (S:QUIFaD)

47 49 56

PIPE SIZE

Connecting  Liquid (Hodv)

6.35 (1/4")

Pipe Suction (Neqa)

952(3/8") [ 1270(1/2") ]

15.88 (5/8")

(uunarienl3) Coupler Style

Flare Connection Type (MsIBoucioluuLUIWES)

Drain O.D. (fiouhib)

16.3 (IdunwhuAUENaLMEUON)

Pipe Length

Standard (UNASPIUNISNOADU)

7.5

(pOWEND Chargeless Pipe

15

Yoono) Minimum Pipe Length

Maximum Pipe Length

Maximum Pipe Height

MEASURE CONDITION (@m19:nageuamwin3on)

Capacity Test Condition

Indoor : 27°C.db 19°C.wb / Outdoor: 35°C.db 24

‘C.wb

Maximum Test Condition

Indoor : 32°C.db 23°C.wb / Outdoor: 43°C.db 26

°C.wb

Minimum Test Condition

Indoor : 21°C.db 15°C.wb / Outdoor: 21°C.db 15

‘C.wb

Air Filter (Accessories)

Active Carbon Cleaning x2 [

Active Carbon Cleaning x4
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Toshiba Service
0-2511-7777

20 Mins.

Self Cleaning

Energy-Savings

5AUTO

Auto Restart

v

Five fan speeds or
select Auto

Hi-Power
airflow

&

Super Sterilizer
Super Oxi-Deo

12 auto

Timer

‘ CHACK \

Swing &
Fix Louver

Auto Diagnosis
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